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Sarcina 1: Numărător direct de 8 biţi cu semnale asincrone de resetare şi 

setare. 

1. Codul VHDL al numărătorului 

 

library ieee; 

use ieee.std_logic_1164.all; 

use ieee.std_logic_unsigned.all; 

entity num8 is 

   port (clk: in std_logic; 

             rst, set: in std_logic; 

             en, load: in std_logic; 

             data: in std_logic_vector (7 downto 0); 

              num: out std_logic_vector (7 downto 0)); 

end num8; 

architecture arh_num8 of num8 is 

    signal tmp: std_logic_vector (7 downto 0); 

      begin 

        cnt: process (rst, set, clk) 

              begin 

                   if (rst = '1') then 

                        tmp <= (others => '0'); 

                    elsif (set = '1') then 

                        tmp <= (others => '1'); 

                    elsif (clk'event and clk = '1') then 

                        if (load = '1') then 

                             tmp <= data; 

                    elsif (en = '1') then 

                             tmp <= tmp + 1; 

                    end if; 



                end if; 

         end process cnt; 

            num <= tmp; 

end arh_num8; 

 

2. Rezultatul Compilării codului VHDL 

 

Figura 1. Rezultatul compilării codului VHDL pentru numărător 

 

3. Diagrama RTL al numărărtorului 

 



Figura 2. RTL Viewer pentru numărător 

4. Diagrama de timp pentru prezentarea rezultatelor simulării 

numărărtorului   

 

Figura 3. Vector waveform file pentru numărător 

 

Sarcina 2: Registru deplasare dreapta de 4 biți cu setare și resetare asincronă.   

1. Codul VHDL al registrului 

 

 

 

 

2. Rezultatul Compilării codului VHDL 

 

 

 

 

 

 

 



Figura 4. Rezultatul compilării codului VHDL pentru registru 

3. Diagrama RTL al registrului 

 

 

 

 

 

 

 

Figura 5. RTL Viewer pentru registru 

4. Diagrama de timp pentru prezentarea rezultatelor simulării circuitului 

elaborat pentru numărător 

 

 

 

 

 

Figura 6. Vector waveform file pentru registru 

 


